
Amp Editor/XMV Firmware/TXn Firmware/ACD1 Firmware Compatibility

(*1) When Partial Lock is selected on the Amp Editor, the TXn is set to Full Lock.
(*2) When using XMV Firmware earlier than V3.00, Input Source is set to the same setting among the all amplifier channels. If you want to select individual Input Source for each channel, please update XMV Firmware to V3.10 or later.

(*1) Amp Editor で Partial Lock を選択した場合、TXn 本体は Full Lock になります。
(*2) XMV Firmware V3.00 以前と組み合わせる場合、入力ソースは全チャンネル同じソースに設定にされます。チャンネル毎に入力ソースを選択したい場合は XMV Firmware V3.10 以降に Update してください。

Update: March 28th, 2018

Please make sure to use appropriate version of software which is compatible with hardware firmware in reference to the following compatibility chart. Using an unsupported software and firmware 
combination may result in unexpected behavior.

ご使用の際は、必ず下表に基づいて互換性のあるバージョンをお使いください。互換性の無いバージョンを組み合わせて使用した場合には、予期せぬ動作を引き起こす可能性があります。

Amp Editor XMV Firmware TXn Firmware ACD1 Firmware

1.4.1, 1.4.0 3.20, 3.11, 3.10 1.30, 1.11(*1), 1.10(*1) 1.13, 1.12, 1.11, 1.10

(*2)
3.00, 2.20, 2.11, 2.10, 2.03, 2.02, 2.01, 1.32, 1.31, 1.30, 1.20, 1.12

1.3.3 3.00, 2.20, 2.11, 2.10, 2.03, 2.02, 2.01, 1.32, 1.31, 1.30, 1.20, 1.12

1.3.2 2.20, 2.11, 2.10, 2.03, 2.02, 2.01, 1.32, 1.31, 1.30, 1.20, 1.12

1.3.1 1.32, 1.31, 1.30, 1.20, 1.12

1.3.0 1.12

1.2.1 -

1.2.0, 1.1.0 - 1.11, 1.10

1.0.1, 1.0.0 - 1.02, 1.01, 1.00 -


